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Bob McQueen studied quartz extensively at high shock pressures
using fast optical diagnostics.  We report properties of single-crystal
quartz shocked and recovered from pressures in the range 20-57
GPa (200-570 kbar).  Our samples span the transition region (20-40
GPa) and the high-pressure amorphous phase.  To investigate
effects of pulse shape on loading and of strain on release, both steel
and Al sample capsules were used with a 6.5 m-long two-stage gun.

Samples (1.2 cc) were recovered from 20-38 GPa in steel capsules.
XRD shows increasing quartz line broadening up to 31 GPa and
substantial amorphous material at 38 GPa.  29Si NMR spectra show
line broadening and a shift with pressure.  Above 30 GPa the
spectra have two components, one caused by defected quartz and
one by amorphous SiO2.  The sample shocked to 28 GPa shows an
additional small peak typical of stishovite.  These data show that
quartz transforms continuously to glass.  It appears that a small
amount of stishovite may be formed near 28 GPa but back
transforms to silica at higher shock pressures and temperatures.

Samples (0.08 cc) shocked in Al at 43-57 GPa consist of amorphous
SiO2 grains separated by a network of radial and concentric dark
veins filled with silica and nanocrystalline Al and Si.  The veins are
analogous to type A pseudotachylites found in large meteorite impact
structures.  They are evidence for meteorite impact and indicate zones
of central uplifts or basin-bounding rings.  We observe
pseudotachylite-like veins because the Al  capsule has a good shock
impedance match to quartz, which causes a nearly single wave on
shock loading, as in a natural impact.  Al also permits a relatively
large strain on release of pressure, as in a natural impact.

This work was performed at Lawrence Livermore National
Laboratory under the auspices of the U.S. Department of Energy
under contract No. W-7405-Eng-48.
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